
OIL COOLING
TUBES (4)

HEAT
EXCHANGER

BODY

INTERNAL
END CAP

-12 AN O-RING PLUG (2)
OPTIONAL: -12 AN O-RING

MAGNETIC PLUG (2) 

WATER CONTACT
BUNA-N 2-146

O-RING

OIL CONTACT
VITON 2-146

O-RING

WATER CONTACT
BUNA-N 2-146

O-RING

OIL CONTACT
VITON 2-118
O-RING (4)

WATER CONTACT
BUNA-N 2-118

O-RING (4)

OIL CONTACT
VITON 2-146

O-RING

SEE BELOW
DETAIL

NOTE:
OIL COOLING TUBES MUST
ALIGN WITH OIL INLET/OUTLET
PORTS AS SHOWN.

HEAT
EXCHANGER

BODY

INTERNAL
END CAP
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NOTE:
WATER CONTACT BUNA-N
O-RINGS MUST ALWAYS
BE IN THE O-RING GROOVES
CLOSEST TO THE END CAPS 

INTERNAL
END CAP

10-24 x 3/4”
ZINC ALLEN
SCREWS (8)

NOTE: 
THE 4 LARGER  TAPPED
HOLES ARE FOR DISASSEMBLING
THE HEAT EXCHANGER ONLY.
THEY WILL NOT BE USED TO SECURE
THE END CAP TO THE HEAT
EXCHANGER BODY. 

-20 AN
END CAP

-20 AN
END CAP

WATER CONTACT
BUNA-N 2-146

O-RING

3/8”
ALLEN
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ALIGN INTERNAL
END CAP WITH OIL

COOLING TUBES USING A 
3/8” ALLEN WRENCH

INTERNAL
END CAP

OIL COOLING
TUBES (4)

OIL INLET/OUTLET PORT
 -12 AN O-RING x -8

OR -12 AN O-RING x -10

OIL INLET/OUTLET PORT
 -12 AN O-RING x -8

OR -12 AN O-RING x -10

OIL
INLET/OUTLET

PORT

OIL
INLET/OUTLET

PORT

END FITTINGS OPTIONS:
-20 AN O-RING x -16,
-20 AN O-RING x -20,
-20 AN O-RING x 1 1/4” , 
-20 AN O-RING x 1 1/2”
HOSE NIPPLE

NOTE:
LUBE ALL O-RINGS
WITH MARINE GRADE
GREASE TO AID IN ASSEMBLY
AND TO PREVENT O-RING DAMAGE
DURING ASSEMBLY 

IF YOU HAVE ANY QUESTIONS ABOUT THE INSTALL CALL HOWE PERFORMANCE (619) 561-7764
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